
System Specifications



FUSION-E / FUSION-Eplus Specifications  
FUSION 
Variant 

Cylinder
Model

Electric Boiler
Model  

Backup 
Immersion Controls Carbon Emission 

Savings (*Gas)

FE 300-9 ATSI 300 (300L) Ardent P9 (9 kW) N/A Thermostat/ Overheat 38%

FE 300-12 ATSI 300 (300L) Ardent P12 (12 kW) N/A Thermostat/ Overheat 38%

FE 300-24 ATSI 300 (300L) Ardent P24 (24 kW) N/A Thermostat/ Overheat 38%

FE 400-9 ATSI 400 (400L) Ardent P9 (9 kW) N/A Thermostat/ Overheat 38%

FE 400-12 ATSI 400 (400L) Ardent P12 (12 kW) N/A Thermostat/ Overheat 38%

FE 400-24 ATSI 400 (400L) Ardent P24 (24 kW) N/A Thermostat/ Overheat 38%

FEplus 300-9 ATSI 300 (300L) Ardent P9 (9 kW) 6 kW FUSION Control Box /GSM 38%

FEplus 300-12 ATSI 300 (300L) Ardent P12 (12 kW) 6 kW FUSION Control Box /GSM 38%

FEplus 300-24 ATSI 300 (300L) Ardent P24 (24 kW) 12 kW FUSION Control Box /GSM 38%

FEplus 400-9 ATSI 400 (400L) Ardent P9 (9 kW) 6 kW FUSION Control Box /GSM 38%

FEplus 400-12 ATSI 400 (400L) Ardent P12 (12 kW) 6 kW FUSION Control Box /GSM 38%

FEplus 400-24 ATSI 400 (400L) Ardent P24 (24 kW) 12 kW FUSION Control Box /GSM 38%



FUSION-T Specifications  
FUSION 
Variant 

Cylinder
Model

Electric Boiler
Model   ASHP Controls Carbon Savings 

(*Direct Electric)
Carbon Savings 

(*Gas)

FT 300-15 ATST 300 (300L) Ardent P9 (9 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT 300-18 ATST 300 (300L) Ardent P12 (12 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT 300-24 ATST 300 (300L) Ardent P12 (12 kW) FPi32-12 (12 kW) FUSION Control Box 53% 71%

FT 300-30 ATST 300 (300L) Ardent P24 (24 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT 300-36 ATST 300 (300L) Ardent P24 (24 kW) FPi32-12 (12 kW) FUSION Control Box 53% 71%

FT 400-15 ATST 400 (400L) Ardent P9 (9 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT400-18 ATST 400 (400L) Ardent P12 (12 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT400-24 ATST 400 (400L) Ardent P12 (12 kW) FPi32-12 (12 kW) FUSION Control Box 53% 71%

FT 400-30 ATST 400 (400L) Ardent P24 (24 kW) FPi32-6(6 kW) FUSION Control Box 53% 71%

FT 400-36 ATST 400 (400L) Ardent P24 (24 kW) FPi32-12 (12 kW) FUSION Control Box 53% 71%

FT 500-15 ATST 500 (500L) Ardent P9 (9 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT 500-18 ATST 500 (500L) Ardent P12 (12 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT 500-24 ATST 500 (500L) Ardent P12 (12 kW) FPi32-12 (12 kW) FUSION Control Box 53% 71%

FT 500-30 ATST 500 (500L) Ardent P24 (24 kW) FPi32-6 (6 kW) FUSION Control Box 53% 71%

FT 500-36 ATST 500 (500L) Ardent P24 (24 kW) FPi32-12 (12 kW) FUSION Control Box 53% 71%



FUSION-Tplus Specifications  
FUSION 
Variant 

Cylinder
Model

Electric Boiler
Model  ASHP

Backup 
Immersion Controls 

Carbon
 Savings
 (*Direct 
Electric)

Carbon 
Savings 
(*Gas)

FTplus 300-15 ATST 300 (300L) Ardent P9 (9 kW) FPi32-6 (6 kW) 6 kW FUSION Control Box/GSM 53% 71%

FTplus 300-18 ATST 300 (300L) Ardent P12 (12 kW) FPi32-6 (6 kW) 6 kW FUSION Control Box/GSM 53% 71%

FTplus  300-22 ATST 300 (300L) Ardent P12 (12 kW) FPi32-12 (10 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus  300-30 ATST 300 (300L) Ardent P24 (24 kW) FPi32-6 (6 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus  300-36 ATST 300 (300L) Ardent P24 (24 kW) FPi32-12 (6 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus  400-15 ATST 400 (400L) Ardent P9 (9 kW) FPi32-6 (6 kW) 6 kW FUSION Control Box/GSM 53% 71%

FTplus 400-18 ATST 400 (400L) Ardent P12 (12 kW) FPi32-6 (6 kW) 6 kW FUSION Control Box/GSM 53% 71%

FTplus 400-24 ATST 400 (400L) Ardent P12 (12 kW) FPi32-12 (12 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus  400-30 ATST 400 (400L) Ardent P24 (24 kW) FPi32-6 (6 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus 400-36 ATST 400 (400L) Ardent P24 (24 kW) FPi32-12 (10 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus  500-15 ATST 500 (500L) Ardent P9 (9 kW) FPi32-6 (6 kW) 6 kW FUSION Control Box/GSM 53% 71%

FTplus 500-18 ATST 500 (500L) Ardent P12 (12 kW) FPi32-6 (6 kW) 6 kW FUSION Control Box/GSM 53% 71%

FTplus 500-24 ATST 500 (500L) Ardent P12 (12 kW) FPi32-12 (12 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus 500-30 ATST 500 (500L) Ardent P24 (24 kW) FPi32-6 (6 kW) 12 kW FUSION Control Box/GSM 53% 71%

FTplus 500-36 ATST 500 (500L) Ardent P24 (24 kW) FPi32-12 (12 kW) 12 kW FUSION Control Box/GSM 53% 71%

*Carbon emission savings calculated versus equivalent-sized and specified systems using only gas or direct electric energy without ASHP preheat



ATSI Hot Water Cylinder

ATSI Range Dimensions 
Description 300 400

Height including insulation (mm) 1740 1735

Outer diameter 
Including insulation (mm) Ø700 Ø800

Inner diameter (mm) Ø500 Ø600

Dry Mass (kg) 68 40

ATSI Range Specifications
Description 300 400

Volume (l) 289 411

Energy efficiency class B B

Standing losses W 63 72

Coil surface area (m2) 1.4 1.7

Output capacity (80/60:10/60) (kW) 29.7 36.1

DHW flow rate (80/60:10/60) (l/h) 509.7 619.5

DHW Peak draw 
off capacity (l)

30 min.
60 min.
120 min.

444
702
1208

587
901
1516

ATST Hot Water Cylinder

ATST Range Dimensions 
Description 300 400 500

Height including insulation (mm) 1740 1735 1990

Outer diameter 
Including insulation (mm) Ø700 Ø800 Ø800

Inner diameter (mm) Ø500 Ø600 Ø600

Dry mass (kg) 76 94 105

ATST Range Specifications
Description 300 400 500

Volume (l) 289 411 490

Energy efficiency class B B B

Standing losses W 71 76 83

Coil surface area (m2) Lower coil
Upper coil

1.4
0.8

1.7
0.9

1.7
0.9

Output capacity (kW) 
(80/60:10/60) 

Lower coil
Upper coil

29.7
17.0

36.1
19.1

36.1
19.1

Continuous DHW flow 
rate (80/60:10/60) (l/h)

Upper coil
Combined coils

291.7
801.4

327.8
947.2

327.8
947.2

DHW Peak draw off 
capacity (l) Combined 
coils

30 min.
60 min.
120 min.

565
971
1767

723
1203
2144

787
1266
2208



FUSION Specifications - ARDENT Electric Boiler 

ARDENT P9 | P12 | P24

Controls Box Specification Units

Dimensions HxWxD mm 500x400x210



FUSION Specifications - FPi32 ASHP  

ASHP Specifications Units FPi32-6 FPi32-12

Dimensions HxWxD mm 734x1008x399 882x1165x399

Run current A 8 15

Refrigerant (R32) kg 0.9 1.8

Heating capacity min./max. kW 3.50/7.45 5.50/11.67
Heating Power Input min./max. kW 7.58/14.10 11.07/26.83

Seasonal COP (SCOP) 4.74 4.71
Rated power water pump W 87

Noise level (outdoor) dB(A) 52

FPi32-12

Heating condition: Water in/out temperature 30°C/35°C. Ambient temperature DB/WB 7/6°C.

FPi32-6

ARDENT P9 | P12 | P24


